RAINBOW 3 RESORT CLUB

TECHNICAL SPECIFICATION

Construction:
A monolith construction framework - a beamless structure with bearing reinforced concrete discs and columns. In observance of the latest construction requirements for seismic regions - 9th Medvedev-Sponheuer-Karnik seismic scale degree.

Façade:
Thermal and hydro-insulation of the whole building by modern materials including such of the ceiling, facade, and basement premises. The facade walls are made of 25 cm thick ceramic bricks and have been insulated with 5cm thick EPS heat insulation on top of which the silicate plaster has been laid. 

Electrical installations:
• standard cabling set in corrugated tubes switches, wall plugs and lamp terminals
• lighting fixtures for the shared areas and the nearby area
• individual electrometer for each flat
• individual electric boiler for each flat

Water – supply and sewerage installations:
•water –supply: polypropelene
•sewerage: PVC
•individual water – meter for each apartment

Walls:
• rooms: living-room, kitchen, corridors latex painted
• bathrooms: faience

Windows-frames: environmentally friendly nonflammable, noise-preventing, thermally insulating aluminum material with double glazing.
Flooring:
• rooms: living-room, kitchen, corridors – ceramics/laminate 
• bathrooms: terracotta
• terrace: ceramics

Doors: double-pressed with veneer

Аir-conditioning installation for each apartment
Intercom system
Telephone installation

Weak-current electrical system: TV, wireless internet, security, and telephone. 

 Luxurious hydraulic lift units. 

Air-conditioned lobby

